IVLO Mega sauna heaters

For domestic use

It's easy to understand why the contemporary styling of Mega sauna heaters has
attracted such interest in the market. But another good reason for the success of this
new series of heaters for traditional sauna bathing is the capacious stone
compartment that provides the optimum conditions for prolonged water vaporisation.

Mega heaters are made in part from stainless steel, and incorporate heating elements
and other components of the finest quality — your assurance of long life and
dependability.

All Mega models for domestic use have an easily accessible integral control panel to
set bathing time and temperature.
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Tyl6 - sauna heaters — technically speaking.

A word of advice: Always choose the highest recommended output in relation to the volume of the sauna.
This is especially important in log saunas and saunas with

glazed wall sections. The greater the heat output in relation to the size of the sauna room, the lower the
overall energy consumption.

For example: in a sauna room with a volume of 4 cubic metres, a 6.6 kW heater is a better choice than a

» j 4.5 kW heater.

Sauna Minimum | Minimum height Suitable Distance Weight Weight . .
Sauna |Output : e : Sizes in mm
volume | gap to side to ceiling in | control panel |floor - heat-| without | of stones | . .
heater kW width x depth x height
(cu.m.) | wall (mm) sauna (mm) and relay box er (mm) |stones kg kg
308 & 4 -8 50 1900 Built-in 200 [ 30 420 X 390 X 480
S08 g 6-12 a0 1900 Built-in 200 12 30 420 X 390 X 480
Super 10 10 10 -17 100 1900 Built-in 200 16 22 370X 450 X 530




